
The BVE series tanks are specially designed for solar systems in direct circuit or with external exchanger. 
The cylinder is made of enamelled steel.  
These tanks are to be placed on the ground, and are generally used for solar hot water storage.

BVE 200 TO 1000
DHW storage tanks

Certifications

Enamelling to DIN 4753-3 standards

Made in the European Union 

 

Tank guarantee 5 years

Electrical guarantee 2 yearsDescription
  Hot water storage tank* without exchanger
  Enamelled steel cylinder 
  PVC finishing

* Sanitary water in compliance with French and European health regulations

*B : 200 and 300 L   *C : 400 to 1000L

* *



SYRIUS SOLAR INDUSTRY
15 rue du Perpignan - ZAC Descartes
34880 Lavérune - France

+33 (0) 4 67 82 00 18
contact@syrius-solar.fr

SAS with capital of 150 800 € - RCS Montpellier 794 797 753 00041

www.syrius-solar.fr
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BVE 200, 300, 400, 500, 800 to 1000 liters
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Model ØC ØD H a b c e i-j

200 600 500 1230 242 287 712 694 982

300 600 500 1760 242 287 1122 1012 1512

400 700 600 1655 238 283 1018 858 1408

500 700 600 1900 238 283 1231 993 1658

800 990 850 1770 331 459 1025 953 1372

1000 990 850 2100 331 459 1262 1154 1727

Model

Connections  160-500 800-1000

A Magnesium anode -

B Flange Ø180 Ø300

E-ECS Cold water inlet 1” F 1 ½” F

S-ECS Hot water outlet 1” F 1 ½” F

RE Electrical resistance 1 ½” F

BO DHW loop ¾” F

T Thermometer ½” F

Model / reference 200 L 300 L 400 L 500 L 800 L 1000 L
Tank BVE0200 BVE0300 BVE0400 BVE0500 BVE0800 BVE1000

Empty weight (kg) 59 81 96 108 171 200

Insulation: thickness (mm) / material 50 / polyurethane 70 / -

Heat dissipation ΔT 45K (W) 63 71 92 104 133 146

Cooling constant (Wh/j/l/K) 0.1688 0.1258 0.1227 0.1183 0.0881 0.0777

Max. working temperature (°C) 95

Fire-resistance class -

Cylinder

Capacity (liters) 199 301 400 469 805 1002

Max. working pressure (bar) 10 8

Connections 3


