
The BVE-LW series tanks are tanks with an enamelled cylinder with a large heat exchanger surface and are 
suitable for heat pump applications. 
These tanks are to be placed on the floor.

BVE-LW 200 TO 1000
Single heat exchanger 
large area for heat pump

Certifications

Enamelling to DIN 4753-3 standards and
UNI 10025

Made in the European Union 
 

Tank guarantee 3 years

Electrical guarantee 2 yearsDescription
  Hot water storage tank* with solar exchanger 
  Enamelled steel cylinder
  Zipped PVC cover finish

* Sanitary water in compliance with French and European health regulations

* *

*B: 200 and  300 L   *C : 500 and 1000L
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BVE-LW 200, 300, 500, 800 and 1000 liters

Model

Connections 200-500 800-1000

B Flange Ø180 Ø300

EF Cold water inlet 1” F 1 ½” F

EC Hot water outlet 1” F 1 ½” F

OS Exchanger outlet 1” F 1 ½” F

IS Exchanger inlet 1” F 1 ½” F

TS Solar collector start ½” F ½” F

RE Electrical resistance 1 ½” F 1 ½” F

R Recirculation ¾” F ¾” F

T Thermometer ½” F ½” F
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Dimensions (mm)

Model ØC ØD H a b c d e f g

200 600 500 1230 242 287 612 694 735 982 982

300 600 500 1760 242 287 732 1012 1088 1222 1512

500 700 600 1900 238 283 863 993 1184 1488 1658

800 990 850 1770 331 459 769 994 1025 1206 1372

1000 990 850 2100 331 459 846 1154 1262 1361 1727

Model / reference 200 L 300 L 500 L 800 L 1000 L
Tank BVE0200LW BVE0300LW BVE0500LW BVE0800LW BVE1000LW

Empty weight (kg) 105 151 211 277 342

Insulation: thickness (mm) / material 50 / polyurethane 70 / polyurethane

Heat dissipation ΔT 45K (W) 63 71 104 133 146

Cooling constant (Wh/j/l/K) 0.1732 0.1288 0.1211 0.0894 0.0789

Max. working temperature (°C) 95

Fire-resistance class M1 standard

Cylinder

Capacity (liters) 181 276 429 750 933

Max. working pressure (bar) 10 8

Connections 3

Solar heat exchanger (lower)

Volume contained (liters) / Exchange surface (m²) 13 /  2.62 18 / 3.77 29 / 6 43 / 6.55 54 / 8.20

Power (kW) / Flow (m3/h) 63 / 1.545 90 / 2.223 144 / 3.538 157 / 3.863 197 / 4.836

Pressure loss (kPa) / Max. working pressure (bar) - / 6


