
Syrius Kombi Tanks are «tank in tank» type tanks. The domestic water cylinder is integrated inside the heating 
buffer tank. 
 
These tanks can be used in Solar Energy Combined Systems (SECS), combining the production of domestic hot 
water and heating.

BVK 750 AND 1000
«Tank in tank» type

Tank guarantee 2 yearsDescription
  «Tank in tank» type
  Enamelled steel DHW cylinder
  Zipped PVC cover finish

Certifications

Enamelling to DIN 4753-3 standards

Made in the European Union 
 



SYRIUS SOLAR INDUSTRY
15 rue du Perpignan - ZAC Descartes
34880 Lavérune - France

+33 (0) 4 67 82 00 18
contact@syrius-solar.fr

SAS with capital of 150 800 € - RCS Montpellier 794 797 753 00041

www.syrius-solar.fr
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BVK 750 and 1000 liters

Model / reference 750 L 1000 L
Tank BVK0750 BVK1000

Empty weight (kg)

Insulation: thickness (mm) / material 110 / polyester fiber

Heat dissipation ΔT 45K (W) 125 130

Cooling constant (Wh/j/l/K) 0.0866 0.0770

Max. working temperature (°C) 95

Fire-resistance class B1  DIN 4102-1

Cylinder

Capacity (liters) 570 619

Max. working pressure (bar) 3

Connections 6

DHW cylinder

DHW capacity (liters) 215 297

Max. working pressure (bar) 6
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Model ØC ØD H R a b c d e f s1 s2 s3

750 1020 760 1870 2140 330 430 980 1480 830 930 330 880 1480

1000 1020 760 2120 2360 330 430 1080 1710 880 960 330 980 1080

Model

Connections 750 1000

P Connection 1½” 1½”

E-ECS Sanitary cold water intlet ¾” ¾”

S-ECS Hot water outlet sanitaire ¾” ¾”

RE Electrical resistance 2” 2”

S1-2-3-4 Temperature probe ½” ½’

SO-ECS DHW probe ½” ½”

MAG Magnesium anode 1¼” 1¼”

EV Steam trap ½” ½”

B DHW loop ½” ½”Dimensions (mm)


