
The buffer tank is used to store the thermal energy of a heating system. 
 
These tanks are made of a black steel cylinder suitable for storing heating water, but not suitable for storing 
domestic hot water.

BT 800 TO 2000

Description
  Buffer tank for heating circuit, without exchanger 
  Black steel cylinder for technical water
  9006 grey RAL PVC finish

Tank guarantee 2 years

Certifications

Made in the European Union 
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BT 800 to 2000 liters
Model / reference 800 L 1000 L 1500 L 2000 L

Tank BT0800 BT1000 BT1500S BT2000S

Empty weight (kg) - - - -

Insulation: thickness (mm) / material 75 polyurethane 135 polyester

Heat dissipation ΔT 45K (W) 131 138 163 174

Cooling constant (Wh/j/l/K) 0.0973 0.0876 0.0606 0.0480

Max. working temperature (°C) 95

Fire-resistance class B2 DIN 4102-1 B1 DIN 4102-1

Cylinder

Capacity (liters) 718 840 1428 1932

Max. working pressure (bar) 3

Connections 8

Dimensions (mm)
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Model ØC ØD H R a-s1 b-s2 c-s3 d-s4 g

800 940 760 1810 2040 365 715 1065 1415 /

1000 940 760 2060 2270 365 795 1235 1665 /

1500 1270 850 2530 2840 460 960 1460 1960 80

2000 1370 950 2510 2860 475 975 1475 1975 80

Model

Connections 800 1000 1500 2000

EV Steam trap 1½” 1½” 3” 3”

P Connection 1½”

V Drain / / 1” 1”

S1-2-3-4 Temperature probe ½”

60°

Px4 EV

S1-2-3-4 Px4

Models 800 and 1000 L Models 1500 and 1000 L


